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Congratulations on your purchase of the Sven microphone!

Before operation of the device read this Manual through carefully and save it for the future reference.

COPYRIGHT
© 2014. SVEN PTE. LTD. Version 1.0 (V 1.0).
This Manual and information contained in it are copyrighted. All rights reserved.

TRADEMARKS
All trademarks are the property of their legal holders.

NOTICE OF RESPONSIBILITY RESTRICTION
Despite the exerted efforts to make this Manual more exact, some discrepancies may occur. The information in this 
Manual is given on “as is” terms. The author and the publisher do not bear any liability to a person or an organization 
for loss or damage which has arisen from the information contained in this Manual.

PURPOSE
MK-200 microphone is designed for comfortable online communication, recording words and phrases and controlling 
pronunciation in distance foreign language learning. The model fits equally well for home and office use.
The microphone capsule is installed on a stand with a wide round-shaped base enhancing its stability. The adjustable 
holder enables to change the tilt of the microphone and locate it at comfortable distance for a user. The device is 
supplied with an extra fixture component to fix SVEN MK-200 on a monitor.

FEATURES
• Desktop/monitor mountable
• Adjustable tilt angle 

CONNECTION AND OPERATION
• Connect the microphone plug to the microphone input of 
a signal source (PC, notebook), as shown in Fig. 1. Turn on
the signal source.

SAFETY PRECAUTIONS
• Do not place in environment of possible ingress of liquid, moisture, dust and exposure to high temperatures.
• Do not open and do not repair on your own. In case of a device malfunction, consult your nearest service center. 

TECHNICAL SPECIFICATIONS

Notes:
• Technical specifications given in this table are supplemental information and cannot give occasion to 
claims.
• Technical specifications are subject to change without notice due to improvement of SVEN production.

Sensitivity, dB

Frequency response, Hz

Microphone module size, mm

Connector

Cable length, m

Weight, g

-60 ± 3

50 – 16,000

9 × 7

Ø 3.5 mm (3 pin) mini-jack

1.8 

63
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Fig. 1. Connection diagram

Sound card Mic connector
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Модель: MK-200
Импортер в России: ООО «СКАНДИТРЕЛ», 
111024, РФ, г. Москва, ул. Авиамоторная, д. 65, стр. 1.
Уполномоченная организация в России: ООО «РТ-Ф», 
105082, г. Москва, ул. Фридриха Энгельса, д. 75, стр. 5.
Условия гарантийного обслуживания смотрите
в гарантийном талоне или на сайте www.sven.fi
Гарантийный срок: 12 мес.
Срок службы:            2 года.  
Производитель: «СВЕН ПТЕ. Лимитед»,
176 Джу Чиат Роуд, № 02-02, Сингапур, 427447.
Произведено под контролем «Свен Скандинавия
Лимитед», 48310, Финляндия, Котка,
Котолахдентие, 15. Сделано в Китае.

Manufacturer: SVEN PTE. LTD, 176 Joo Chiat Road, 
№ 02-02, Singapore, 427447. Produced under the
control of Oy Sven Scandinavia Ltd. 15, Kotolahdentie, 
Kotka, Finland, 48310. Made in China.

® Registered Trademark of Oy SVEN
Scandinavia Ltd. Finland. Mk-200
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